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Last year was a rather challenging year for everyone to say the least; 
compounded by the collapse of the £ against the $ around October 2008,  this 
resulted in large price rises from us last year.  Its very important to our supply 
chain that we try to hold our price for a year due to catalogue printing etc . Last 
year the £ was about $ 1.38  , but this has now increased to about the $ 1.60 
where one would hope it will stay steady in that area for a period of time. As 
such we have been able to re calculate our prices and have found a 
reasonable price drop in most if not all products for 2010, that is assuming our 
Banking friends do not have any other major night mares up their sleeves.
Combining the price drop with a lot of new exciting  products we feel more than 
confident of the further  increase in market share in our business sector next 
year.
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What

have never come across anything close). Having designed all the features 
we try to manufacture the products at a cost that will allow us to offer our 
customers a product with a high technical specification, but at the same 
time keeping the cost down. This is especially important when dealing with 
O.E.M's (Original Equipment Manufactures, in our case boat builders). 
Builders want performance /safety/reliability but uppermost is price. 

                          

Sterling Power Products is a small company owned by myself, Charles 
Sterling. I started out as a Marine Engineer Officer trained by British Petroleum, 
and worked on Super Tankers. This was a great experience; it was a little 
boring as these ships were new and never really broke down (they exploded 
the odd time but apart from that they were very reliable). So I left, and joined 
Canadian Pacific where I spent my time on container ships, ore carriers and 
other more interesting ships (more interesting from the engineering challenge 
point of view as they tended to be older, and therefore broke down more often). 
I did the running round the world thing and got into all the trouble you can 
imagine  (ah, the good old days). I was one of the youngest people ever to hold 
a full seconds diesel (D.T.I.) ticket (steam and diesel) with part A and part of 
part B of a chief engineers ticket. But I was reluctant  to spend my life running 
round the world from what appeared to be, one war zone to another,  and 
where ones belief in god is directly proportional to how close that  last bullet 
was to your head.
I have always claimed to be a reasonable engineer, and as such, try to convey 
not just what a product does but why you need it. I endeavour to make this as 
simple as possible. Please bear in mind that I answer about 90 calls a day, and 
have targeted the literature at people who want to understand the products, but 
have been unable to get access to the information. Most companies' technical 
information is hidden in the sales jargon, not with Sterling. We are proud of 
what our equipment does and see no need to cover up any flaws with glossy 
vague sales literature. Flaws should be designed out of products, not covered 
up. All companies products suffer from technical problems, the trick is to find 
them and design them out as quickly as possible. Being a small company with 
its own in house design team, our response time is at a level that larger 
competitors can only dream about. The end result is our products just keep 
getting better and better, outstripping our competitors more and more every 
year.

 Sterling Power Products business plan is very simple. We design every 
conceivable performance and safety feature we can think of into our products; 
then we check our competitors just in case we missed something (however, we 
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Pro-Sport.  Waterproof battery charger s 
(IP 68)Totally waterproof  , fully isolated outputs 2 x 12 v or 1 x 24 v.

Ideal for sport s boats or equipment 
where the charger will be exposed 

to water wash down such as a 
power hose

 or petrol fumes such as petrol boats 

Advice: W e recommend to use waterproof
 battery chargers where the 

waterproof aspect is a priority . For all other
 applications we recommend our digital control units 

(please refer to page 4) which are lighter and have
 a superior performance.

12 V   8 - 20 AMP        24 V   4 - 10 AMPS

Ignition protected, 
ideal for petrol boats

1 AMP waterproof
float charger ideal for 
jet ski, small boats, 

bikes, lawn mowers etc.
single output
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Pro-Sport. 5 and 5/5 (10) 
(IP 68)Totally waterproof  ,   3 stage Battery Charger

Pro sport 5 is 1 x 12 v 5 amp output
Pro Sport 5/5 is 2 x 12 v 5 amp totally isolated outputs, can be used
                      as 1 x 12 v 10 amp, 2 x 12 v 5 amp, or 1 x 24 v 5 amp
Epoxy filled for waterproof and vibration proof aspects
Pre wired with 1.5 meters d/c and a/c cables 
d/c cables pre fused and come with  gold plated ring terminals ring  

Pro-Sport. 8-20 amp
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  Molded Plastic case
  Extruded aluminium housing.
  Fully waterproof to  (IP 68) standard .
  Both pos and neg fully isolated that enables the unit to charge 12 or 24v batteries.

  Lead acid / sealed (AGM/Gel) battery selectable for maximum performance
  Preset fixed non selectable battery type for gel, sealed, AGM, and open lead acid  
  Dynamic thermal output control.
  LED power and charge indicators. 
  Built-in protection distributed-on-demand.
  4 step charging curve.
  Pre wired waterproof loom for easy installation.
  Pre fused and gold plated terminals
  12 and 24 v application ( except pro sport 5 ) 
  2 -3 x isolated outputs  ( except pro sport 5 ) 
  110 & 230 volt a/c auto 

  Adaptive charging, ensures max charge in the batteries.

SALTWATER
T E S T E D

WATERPROOF
a n d

IP68

5 model
1 x 12 v 5 amps

5/5 model
1 x 12 v 10 amps
2 x 12 v 5  amps
1 x 24 v 5  amps

  Pro Sport 5 and 5/5 water proof battery charger 230 v a/c 50 hz only

  12                    5                               1                           75 x 150 x 65             2.5            PS125  
12/24       12v 2 x 5 ( 1 x 24v x 5 )        2                          230 x 130 x 90            3.5          PS1255
                   or 12 V 1 X 10 amp     

 
   
Voltage d/c      Amps                    Outputs                Size L x W x D mm     Weight kg   Part nos

  Pro Sport  Waterproof  battery charger 230 v a/c  hz only 

12                       1               1                               60 x 60 x 60                  0.5           121CE    
 12 & 24              2        8 at 12 v   4 at 24v        170 x 180 x 65               3.6          PS1208
 12 & 24              2      12 at 12 v   6 at 24v        210 x 180 x 65               3.6          PS1212
 12 & 24              2      20 at 12 v 10 at 24v        270 x 180 x 65               4.5          PS1220
 12 & 24 & 36     3  20@12v  10@24v 6@36v   270 x 180 x 65               5.0          PS1220plus

12                        1             20                             290 x 170 x 65               3.8          PSP12201
12 & 24               2      20 at 12 v 10 at 24v        290 x 170 x 65               3.0          PSP12202
12 & 24 & 36      3  20@12v  10@24v 6@36v   290 x 170 x 65               3.2          PSP12203

 

 
 
Voltage d/c    outputs       Amps              Size L x W x D mm      Weight kg         Part nos

Pro Sport P  110-230 v  auto   

Pro Sport 20P
Power Factor Corrected

110-230 v a/c auto 40-70 hz



The new micro processor controlled small portable charger can now be used anywhere in the world. It 
not only gives you all the latest pulse charging and built in de-sulphation but is also truly  global, with 
100-230 volt 50/60 hz ac input, putting the product in a class of it own.
Features and benefits of this portable charger:
Universal AC Input (100V to 240V): can be used anywhere in the world, truly global charging 
Suitable for all types of lead acid batteries: W et, GEL, AGM. Calcium
Simple 3 touch screen selections with intuitive iconic LED indications: Simple to use
3 charge modes, small battery, large batter y  and Cold Charge , ideal for low temperature battery 
charging, of de-sulphation, and also for the new Calcium where a higher voltages is required to 
charge the batteries. 
 Microprocessor Control multi -stage charger with Pulse Absorption and Float Charge: fast 
charge but safe floating for long term operation.
Checks if a battery is faulty , the processor can automatically identify if a battery is beyond repair 
and flash a warning light to inform you it need replacing.
Repairs faulty batteries ( if recoverable  ) if the battery is found to be faulty but repairable the unit 
will automatically identify the fault and inject high voltage short DC pulses until the battery is repaired, 
a l.e.d. shows the charger is on repair mode .
Defective battery identification.  if after 8 hrs on the repair mode  the battery is deemed not to be 
repairable then a l.e.d. will flash to inform you that the battery is beyond help and needs replacing 
Three charge modes, when the battery is found to be suitable for a charge then the charger will bulk 
charge, then pulse width absorption charge and finally float charge, the unit can be left on 
permanently.
Soft start charging: if the battery is found to be heavily depleted then the smart charger will start at a 
low pulse current until the battery has reached a level where it can then absorb  the full charge  power  
50% power reduction mode:  for small batteries under 30 amp hrs
Cold weather 14.8v ( x 2 for 24 v )  charge mode option 
Two interchangeable  connection leads with clamps and eyelet terminals
Thermal control, regulates charge current in hot conditions
No connection spark, there is no output voltage until the battery is connected
Electronic reverse polarity protection with LED warning 
40 hrs time out to avoid any possible problems
Short circuit protected
Thermal protection, reduces power and switches off if too hot

Specification

a/c input range 100-240 v

a/c frequency 47-64 hz

Full load 1.3 amps@230 v a/c

Max power 70 watts

Optional Efficiency >81%

Max d/c current 5 amps 

Charge voltage for sealed battery 14.4v x 2 for 24v

Low temp/calcuim mode 14.7 x 2 for 24 v

Float mode high level 13.5v x 2 for 24 v

Float mode low level 12.8v x 2 for 24 v 

Ripple 200mv

Protection: overload, short circuit, over 
temperature,

                  reverse polarity, no spark, short circuit, 

                 40 amp time out.

Construction Pol-carbonate casting, water resistant

Approvals EN 60335, EN55014, IP45 body only

Weight 0.4 kg

Dimensions 150x60x30 mm

Portable Global Smart Charger  with auto repair program

Pro Budget.
New PFC Portable Digital 

battery charger 

Sterling 
smart

6 l.e.d information
panel

                                      Pro Budget Portable Charger

British & Euro      90-250             12             6          190 x 70   x 50        0.65           PB126
British & Euro          90-250             12            12         165 x 100 x 50        0.8             PB1212
British & Euro          90-250             12            20         130 x 190 x 66        1.0             PB1220
British & Euro          90-250             24              6         165 x 100 x 50        0.8             PB246
British & Euro          90-250             24            10         130 x 190 x 66        1.0             PB2410

    
Plug type               Voltage a/c   Voltage d/c  Amps    Size L x W x D     Weight       Part nos

                       Global Smart portable battery charger

British          110-230             12             5                    0.4           GS125B
Euro             110-230             12             5                    0.4           GS125E
USA              110-230             12             5                    0.4           GS125A
British          110-230             24           2.5                   0.4           GS243B   
Euro             110-230             24           2.5                   0.4           GS243E   
USA              110-230             24           2.5                   0.4           GS243A          

Plug type   Voltage a/c   Voltage d/c  Amps            Weight       Part nos

Includes 1 metre d/c cables and  battery clamps
Small 12 v 6 amp no charge L.E.D. only on or off
all others include charge performance L.E.D.S
comes complete with Euro and British plug set

This new portable charger range is now active  PFC and has a power factor of 0.99 
making it incredibly efficient, in the region of 89% ,the  adaptive, switch mode, 3 
step, constant current,  single output battery charger range is designed for use where 
only a single battery bank is to be charged. After the battery is charged the unit drops 
to a safe float voltage and will act  as a power pack, safely delivering power to feed 
any on board power requirements up to the maximum current rating of the charger. 
Due to the reverse polarity protection feature of this unit, a battery with minimal 
charge level must be connected to the charger before it will activate, or become a 
power pack.
This charger is extremely compact, and is preset for use with open lead acid, sealed 
lead acid, gel, AGM or any battery where the charger voltage should not exceed 14.4 
volts. (see charger voltage specification and performance below) This product is ideal 
for the vehicle/camper van market where only one output is required. This range 
offers all the features one would expect from the higher spec battery charger range 
but with lower cost.

12 V   6 - 20 AMP     24 V   6 - 10 AMPS
110 & 230 v unit
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Every so often it becomes necessary in a competitive market to simply raise the bar so high its leaves 
everyone in your wake, we do this regularly on other products but this year we re-visited our standard 
battery charger range to make a product so far beyond our competitors for performance , style and 
value that you simply leave them behind, with this new charger we like to think we have done just that . 
With our years of experience in this market we thought of everything we could possibly think of and 
combine it all into  into this product range ,  resulting in the  battery charger. 
Extra new features on this product above and beyond of standard features include :
1) 11 pre programmed battery curves including Lifep04.
2) 1 custom set, can be set from charger , no need for computer.
3) 2 x digital meters for current and voltage measurement.
4) 1 x power meter to show what reserve power left on the unit.
5) PFC, active, up to 0.99 pf, ensuring  efficient power conversion , up to almost 90% as opposed to 
about 50% for older non PFC   technology. Combined with ( below )
6)New synchronised rectification output as opposed to diode output, giving up to a extra10% efficiency
7) High voltage de-sulphation cycle.
8) New, low activity, standby mode to increase battery life.
9) Battery health program.
10) Multiple speed fan control to reduce unnecessary fan noise experienced by the customer, even 
though the new extreme      efficiency reduces the need for fans, at high ambient temperatures
     ( 40-50 deg c ) fans would still be required to ensure operation.
11) Primary ( processor digitally  controlled ) and an emergency backup  secondary ( analogue 
controlled )  high voltage trip.
12) 32 L.E.D. information panel .
13) Internal scan and systems check .
14) Remote control
15) Small footprint and light weight 
16) Include battery temperature sensor
17) As with all our marine chargers all metals used are non ferrous

Ultimate

The ultimate battery charger

REMOTE CONTROL (OPTION)

No Batteries 
Wind up Multimeter

GENERAL SPECIFICATIONS

Electrical Specification

Overload Protection Fuse
Display     46 mm x 23 mm large LCD Ohms 
Measurement AC, ACA, DCV, DCA, 400-40 M ohm

         ohms, continuity Capacitance 
beeper, Hz, %,   Capacitance, Diode, Data hold. 40nF-100 uF
Range selection Auto ranging with manual selecting.Frequency 
Data hold to freeze the display reading               4    H     z     -     4    M   H  z       
Dimensions   152 x 78 x 45 mm Diode
Weight 350 g  ( forward voltage , VF ) 
Includes Red and Black test leads plus instruction Range 4 V DC
manual Resolution 0.001  V

Test voltage 1.6 v DC
D/C voltage test current 1 +/- 0.6 amps
Range Volts  400.0 mv - 1000 v D/C Continuity Beeper
Accuracy +/- ( 1% + 3d ) Beep if resistance less than 100 ohm
Input impedance 10 M ohm response time < 100 ms
D/C & A/C current 
10 A - 400 uA

Do you ever find yourself 
needing a multi meter , 
which you know you have 
somewhere and when you 
find it the batteries are flat, 
well never again, this new 
product has no batteries so 
you can leave it as long as 
you like, simply wind the 
handle 2 times for about 2 
mins use or wind for about  
10 seconds for about  10 
minutes  of use .
The high quality extremely 
well equipped with all the 
features and  functions 
required for general use 

Code
WUVM              

www.Sterling-Power .com

Sterling Power Products

110x 68 x20 mm
 including

10 metres cable 
Unique remote housing 

can be surface mounted, 
recess mounted  or

 flush mounted

12 v 60 amp model, all other units pro rata
Input voltage range                    90-270 v  40-70 hz
Power Factor at 230 v                         0.976
Efficiency                                             89.4%
Full load current ( 110/230v )              9.8/4.6
Ripple noise ( R.M.S. )                         14mv
Ground leakage                                   0.5 ma
Generator/ mains power required to run unit ( watts )
12 v   20 amp   approx   300 watts
12 v   30 amp   approx   450 watts
12 v   40 amp   approx   600 watts
12 v   50 amp   approx   750 watts
12 v   60 amp   approx   900 watts
24 v   20 amp   approx   600 watts
24 v   30 amp   approx   900 watts
volt metre accuracy        +/- 1%
amp metre accuracy       +/- 1%
 

EN61000-3-2
EN61000-3-3
EN50081-1
EN60335-2-29

                                     

     
     

Pro Charge Ultra  80-230 V  40-70 hz a/c input 

12                        10                    2                     260 x 215 x 90                2.0             PCU1210
     12                        20                    3                     260 x 215 x 90                2.0             PCU1220
     12                        30                    3                     260 x 215 x 90                2.0             PCU1230
     12                        40                    3                     260 x 215 x 90                2.0             PCU1240
     12                        50                    3                     315 x 215 x 90                3.0             PCU1250
     12                        60                    3                     315 x 215 x 90                3.0             PCU1260
     
     24                        20                    3                     260 x 215 x 90                2.0             PCU2420
     24                        30                    3                     315 x 215 x 90                3.0             PCU2430
     Remote control plus 10 metres cable            110 x 68   x 20               0.05             PCUR                           

D/C voltage         Amps    Number of outputs    Size L x W x D mm     Weight kg     Part nos
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ProCharge U
3 output PFC global charger 1 10 and 230 v 50-60 hz
( only 2 outputs on the 10 amp )

release date
March 2010


























































